
ROLLER STRIKER
HYD. ‘SPINNING’ SCREED



Model  Roller Striker
  Hydraulic Drive Kit
Part No.  129.9.350
Drive Power  (Hp/kW)  3 / 2.2
Max Drive Speed  (rpm)  500
Pressure Required  (bar)  140
Flow Required  (l/min)  30
Weight   (kg) 20.5

Roller Striker Tubes
129.0.012  3.66m 12’ Tube Only
129.0.014  4.26m 14’ Tube Only
129.0.016  4.88m 16’ Tube Only
129.0.018  5.49m 18’ Tube Only
129.0.020  6.10m 20’ Tube Only
129.0.022  6.71m 22’ Tube Only
129.0.024  7.32m 24’ Tube Only
129.0.026  7.92m 26’ Tube Only
129.3.009  Bunyan drive to Altrad
  Belle Tube Adapter kit

FEATURES & BENEFITS
  Simple and very rapid operation, just pull a spinning tube  

 along formwork.

  Quick and easy to set up by connection two pull handles and  
 a hose to the power source.

  Virtually self cleaning with just the tube requiring a light  
 hosing ease.

  Highly manoeuvrable making it easy to strike off suspended  
 fl oor, slopes and very large areas with ease.

  Leave aggregate near to surface for excellent surface   
 strength and ready for trowelling if required.

  Ideal for use with the Altrad Belle Major 30-140 Hydraulic  
 Power Pack.

  Tube Carry Handles, Loading Ramp & Skate options.
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TECHNICAL SPECIFICATIONS

Options
OPH/08/DIO Tube Carry Handle (x2)
OPH/09/DIO Loading Ramp
OPH/10/DIO Skate

LOW MAINTENANCE DRIVE
SYSTEM

PIN RELEASE ENABLES FAST
TUBE CHANGES

LOADING RAMP OPTION


